1. You are the administrator of home.office.local.com domain. You want to create a shared printer for the company's executives so that they do not have to wait for their documents to print when default printer's queue contains a large number of documents. You configure a new high priority printer and want to set permissions on groups shown in the exhibit. 
The groups were: 

Administrator 
Creator Owner 
Everyone 
Executives 
Print Operators 
Server Operators 

You select the checkbox to allow Print permissions for Executives group. You want only Administrators, Print Operators, and Server Operators & Executives to be able to print. 
What should you do? (Select all that apply) 

A. Remove the Everyone group. 
B. Select checkbox to Deny Print permission to Everyone 
C. Select checkbox to Deny Manage Documents. 
D. Select all Deny for the Everyone group 
E. Clear all allow checkboxes for the Everyone group 

Answer: A, E (Verified by smartcert .net)


2. You are administrator of a Windows 2000 network. The network includes a Windows 2000 Server computer that is used as a file server. More than 800 of your company client computer are connected to this server. A shared folder named DATA on server is on an NTFS partition. The data folder contains more than 200 files. The permissions for the data folder are shown in the following table. 

TYPE OF PERMISSION ACCOUNT PERMISSION 

DATA Share Permissions Users: Change 
DATA NTFS Permissions Users: Full Control 

You discover that users are connected to the DATA folder. You have an immediate need to prevent 10 of the files in the DATA folder from being modified. You want your actions to have the smallest possible effects on the users who are using other files on the server. 
What TWO actions should you take? 

A. Modify the NTFS permissions for the ten files. 
B. Modify the NTFS permissions for the DATA folder. 
C. Modify the shared permissions for the DATA folder. 
D. Log off the users from the network. 
E. Disconnect all Users from the DATA folder. 

Answer: A, E (Verified by smartcert .net)


3. You are the administrator of the blue lines skys airlines. You install intranet and configure new windows 2000 computer named server1.department.blueline.com as an intranet server. The server hosts multiple departmental and???? Web to the n/w and data site. You also configure the finance virtual??? In the department web site as shown in the exhibit. During first morning that the new server is available. Users report that they can only see the information that they see in the browser is the list of HTM and ASP files. For security reasons the first action to take is to disable the users ability to view the files of all web sites in the form of list. 
What should u do? 

A. Clear the directory-browsing check box for the server properties and then apply setting to the child web sites. 
B. Clear the directory-browsing check box for the ticketing web site and then apply setting to the child virtual directory. 
C. Clear the directory browsing check box for the departments web sites and then applies the setting for the child virtual directory. 
D. Clear the directory browsing check box for the financing web site. 

Answer: A (Verified by smartcert .net)


4. Your company's network includes Windows 3.1 client computers, Windows 95 client computers and Windows 2000 Professional client computers. The company's manufacturing facilities run 24 hours per day. The company has developed its own 32 bit application that collects information from the manufacturing processes so that workers on one shift can find out what was manufactured during the previous shift. The company wants to make the application available to all the client computers using terminal services on a Windows 2000 Server computer. The server will not run as a domain controller. You install terminal services. Users want to collect information on manufacturing processes from other shifts. The company wants users to shut down their computers at the end of their shifts and leave the applications running on the terminal server. 
What should you do? 

A. Set the delete temporary folders on exit setting for the terminal server to NO. 
B. Set the remote desktop protocol on the server to overwrite user settings and set end disconnected setting to NEVER. 
C. At the terminal server grant the users the right to log on as a batch job. 
D. Do NOTHING, user programs are always terminated on disconnection. 

Answer: B (Verified by smartcert .net)


5 Your Windows 2000 Server computer uses a SCSI adapter that is not included on the current Hardware Compatibility List (HCL). You install an updated driver for the SCSI adapter. When you start the computer, you receive the following STOP error: "INACCESSIBLE_BOOT_DEVICE." 
Which two procedures can you use to resolve the problem? (Choose two.) 

A. Start the computer in safe mode. Reinstall the old driver for the SCSI adapter. 
B. Start the computer by using a Windows 2000 bootable floppy disk. Reinstall the old driver for the SCSI adapter. 
C. Start the computer by using the Windows 2000 Server CD-ROM. Perform an emergency repair. Reinstall the old driver for the SCSI adapter. 
D. Start the computer by using the Recovery Console. Run System File Checker. Restart the computer. Reinstall the old driver for the SCSI adapter. 
E. Start the computer by using the Recovery Console. Copy the old driver for the SCSI adapter to the system volume as C:\NTbootdd.sys. Restart the computer. 

Answer: C,E (Verified by smartcert .net)


6. Your Windows 2000 server computer contains data files that users of client computers access throughout the day. You install a driver for the new tape drive on the computer. After restarting the computer you log on as an administrator, shortly after you log on you receive the following stop error "irql_not_less_or_equal". You need to bring the server back on line as quickly and reliably as possible. 

What should you do? 

A. Restart the computer by using the last known good menu option. 
B. Perform an emergency repair and select fast repair, restart the computer. 
C. Restart the computer in the safe mode, remove the driver and restart the computer. 
D. Restart the computer by using the recovery console, disable the driver. Restart the computer, remove the driver. 

Ans:D 


7. A Windows 2000 Server computer named server2 runs numerous 32bit applications and two 16bit applications. Users start the 16bit applications by running APP1.EXE for one application and APP2.EXE for another application. The 16bit applications are configured to run in the separate memory space. You want to create a performance base like chart in the system monitor for all the applications on server2. You add all of 32bit applications and now you want to add two 16bit applications. 
What should you do? 

A. Add the APP1 and APP2 instances to the processor time counter for the process object. 
B. Add the NTVDM, APP1 and APP2 instances for the processor time counter for the process object. 
C. Add only the NTVDM instance for the percent processor time counter for the process object. 
D. Add the NTVDM1 and NTVDM #2 instances for processor time counter for the process object. 

Answer: D (Verified by smartcert .net)


8. Every afternoon you run MS-EXCEL locally on Windows 2000 Server computer to update the performance spread sheet. Users report that during this time the server response to the file request appears to be slowed down. 
What should you do to resolve the problem? 

A. Run the start/normal CSRSS command, before you start the EXCEL. 
B. Run the start/normal EXCEL.EXE command to start excel. 
C. Use task manager to set the priority for CSRSS.EXE process to above normal. 
D. Use task manager to set the priority for EXCEL.EXE process to low. 

Answer: D (Verified by smartcert .net)


9. You are installing Windows 2000 Server on a new computer. The manufacturer has provided a customized hardware abstraction layer (HAL) to use with the computer. The HAL is on the floppy disk. You want to install the customized HAL design for the computer. 
What should you do? 

A. During the text mode portion of the Windows 2000 setup install the customized HAL. 
B. After installing Windows 2000 server,use the recovery console to copy the customized HAL to the system32 folder on the boot partition. 
C. After the installing windows 2000 setup, use the emergency repair process to install the customized HAL. 
D. After installing Windows 2000 server, use the device manager to scan for Hardware changes. When prompted, install the customized HAL. 

Ans: A (Verified by smartcert .net)


10. You are the administrator of Windows 2000 Server network . On each server you format a separate system partition and a separate boot partition as NTFS. Several months later you shut down one of the computers for maintenance. When you try to restart the computer you receive the following error message "NTLDR is missing, press any key to restart". You want to install a new NTLDR file on the computer but you do not want to loose any settings you made since the installation. 
What should you do? 

A. Start the computer by using Windows 2000 Server computer CD-ROM and choose tools to repair the installation. Select recovery console and copy the NTLDR file on the CD-ROM to the root of the system volume. 
B. Start the computer by using the Windows 2000 server CD- ROM, choose to reinstall. When the installation is complete copy the NTLDR to the root of the boot volume. 
C. Start the computer by using the Windows 2000 bootable floppy disk. From a command prompt run the sfc/scanboot command. 
D. Start the computer by using Windows 2000 bootable floppy disk. Run the file signature verification utility. 

Answer: A (Verified by smartcert .net)


11. You are the administrator of a Windows 2000 domain that has three domain controllers. Each day, you use Windows Backup to perform full backups of each domain controller. You run a script to make changes to account information in Active Directory. As a result of errors in the script, the incorrect user accounts are modified. Active Directory replication then replicates the changes to the other two domain controllers. You want to revert Active Directory to the version that was backed up the previous day. What should you do? 

A. On a single domain controller, use Windows Backup to restore the System State data. Shut down and restart the computer. 
B. Shut down and restart a single domain controller in directory services restore mode. Use Windows Backup to restore the System State data. Run the Ntdsutil utility. Restart the computer. 
C. Shut down and restart a single domain controller by using the Recovery Console. Use Windows Backup to restore the System State data. Exit the Recovery Console. Restart the computer. 
D. Shut down and restart each domain controller by using the Recovery Console. Use Windows Backup to restore the Sysvol folder. Exit the Recovery Console. Restart the computer. 

Answer: B (Verified by smartcert .net)


12. You back up all of the system state date for each domain controller and place the date on a single tape.That tape is currently attached to the srv1.west.litware.com computer.To which server or servers can you restore the system state from srv1.west.litware.com(choose all apply) 

A.srv1.west.litware.com
B.srv2.west.litware.com
C.srv3.west.litware.com
D.srv4.west.litware.com
E.srv5.west.litware.com
F.srv6.west.litware.com

Answer: A (Verified by smartcert .net)


13. Your Windows 2000 Server computer contains a stripe set with parity on a four-disk array. You convert the stripe set with parity to a dynamic RAID-5 volume. Six months later, users report that disk access on the server is slower than it had been on the previous day. You use Disk Management and discover that the status of the third disk in the array is missing. You want to recover the failed RAID-5 volume. What should you do first? 

A. Replace the third disk and restart the server. Use Disk Management to repair the volume. 
B. Ensure that the third disk is attached to the server and has power. Use Disk Management to reactivate the disk. 
C. Ensure that the third disk is attached to the server and has power. Use Disk Management to repair the volume. 
D. Install a new disk and create a single extended partition on the new disk. Restart the computer and allow Windows 2000 to automatically repair the volume on the extended partition. 

Answer: B (Verified by smartcert .net)


14. You install your boot volume on volume C on your Windows 2000 Server computer. You mirror volume C on dynamic Disk 1. Two years later, during routine server maintenance, you open Disk Management and find that the status of volume C is Failed Redundancy. The status of Disk 1 is Missing. You attempt to reactivate Disk 1, but the status of volume C does not return to Healthy. 
What should you do next? 

A. Replace Disk 1 and restart the computer. The mirror will automatically regenerate. 
B. Remove the mirror on Disk 1, replace the disk, and then add back the mirror to the new Disk 1. 
C. Replace Disk 1 and copy all data from volume C to a new NTFS primary partition on the new Disk 1. Restart the computer. 
D. Rescan the disks, remove the mirror, and delete the data on Disk 1. Then re-create the mirror. 

Answer: B (Verified by smartcert .net)


15. You configure a HP jet direct network printer device on your window 2000 domain srv2 on sales.juttogs.com. This is connected to the TCP/IP port to the print device. However, when you enter IP address of the device, you receive the dialog box in the printer port wizard. See diagram show: 

srv2 ip: 10.1.10.35. gateway 10.1.10.100/16 
HP printer jet direct Ip: 10.4.20.200/16 
Router Ip: 10.5.20.100/16 

Another diagram : 

A. Select HP Jet Direct from standard drop-down list. 
B. Select the custom option button, click setting command button and than LPR printer. 
C. Change IP of the printer device to 10.5.20.200.
D. Change subnet mask of the print device to 255.0.0.0 
E. Change default gateway on Srv2.sales.jottom.com to 10.5.20.100. 

Answer: C(Verified by smartcert .net)



16. Server1(IP1)<------------------------>(IP2)Router(IP3)<----------------------->(IP4) Server3 
(IP5) 
| 
| 
| 
(IP6) Server2 

Server1 wants to talk to Server2, Which IP address is default gateway for Server1, Click on the graphic to answer. 

A. IP1 
B. IP2 
C. IP3 
D. IP4 
E. IP5 
F. IP6 

Answer: B (Verified by smartcert .net)

17. You install the boot volume D on your Windows 2000 Server computer on dynamic Disk 0. You mirror volume D on dynamic Disk 1. One year later, during routine server maintenance, you open Disk Management and find that the status of volume D is Failed Redundancy. The status of Disk 1 is Online (Errors). A symbol with an exclamation point appears in the graphical view of the disk. You want to return the status of the boot volume to Healthy. 
What can you do? (Choose two.) 

A. Break the mirror, delete the volume on Disk 1, and re-create the mirror. 
B. Replace Disk 1, copy the data from the boot volume to the new disk, and then use Disk Management to rescan the disks. 
C. Replace Disk 1, Ensure that the new disk is a basic disk, and repair the volume. 
D. Reactivate the mirror on Disk 1. 
E. Convert Disk 1 to a basic disk, and reconvert it to a dynamic disk. 

Answer: A,D (Verified by smartcert .net)


18. Trey Research has a Windows 2000 Server computer named User_srv. This computer has a RAID-5 controller. The RAID array is configured as two partitions. Drive C is a 2-GB partition that holds the operating system and paging file. Drive D is a 30-GB partition that will hold the home folders for 200 users. Trey Research employs 10 scientists. The user accounts for scientists are members of a group named Scientists. The scientists use a data capture application that generates files that can be lager than 100 MB. Trey Research wants to use disk quotas. Ordinary users should be allowed to store a maximum of 75 MB of data is their home folder. The storage for users in the Scientists group should not be limited by quotas. 
What should you do to configure this disk quota scheme? (Choose two.) 

A. Enable quota management on drive D. Select the Deny disk space to users exceeding quota limit Check box. Set the default quota limit to 75 MB. 
B. Create a Scientist template account. Create a new quota entry for this account. Select the Do not limit disk usage for this entry option button. 
C. Create new quota entries for the 10 scientists' user accounts. Select the Do not limit disk usage for this entry option button. 
D. Enable quota management on drive D. Select the Deny disk space to users exceeding quota limit check box. Select the Do not limit disk usage option button for the default quota limit. 
E. Create a Scientist template account. Create a quota entry for this account. Set the quota limit to 30 GB. 

Answer: A, C (Verified by smartcert .net)


19. Your network contains 10 domain controllers, 10 member servers, and approximately 1,000 client computers. All the servers run Windows 2000 Server, and all the client computers run Windows 2000 Professional. Two of the domain controllers act as DNS servers. Users of client computers use file sharing to grant access to files stored locally. The network has 10 subnets and uses TCP/IP as the only network protocol. You want to configure the network so that all computers can resolve the addresses of all other computers by using DNS. Client computers must be able to register and resolve addresses if a server fails. 
How should you configure the DNS servers? 

A. Configure one server with a standard primary zone for the domain, and configure at least one server with standard secondary zone. 
B. Configure one server with a standard primary zone for the domain, and configure at least one server with an Active Directory integrated primary zone. 
C. Configure one server with an Active directory integrated primary zone for the domain, and configure at least one server with a standard secondary zone. 
D. Configure at least two servers with Active Directory integrated primary zones for the domain. 
E. Configure at least two servers with standard primary zones for the domain. 

Answer: D (Verified by smartcert .net)


20. Your network is configured as shown in the exhibit. "Engineering1 and Sales1 have DHCP installed up them." 
All the servers are Windows 2000 Server computers that use TCP/IP as the only network protocol. The sales department uses one subnet and has servers named Sales1 and Sales2. The engineering department uses another subnet and has servers named Engineering1 and Engineering2. Sales1 and Engineering1 are configured to act as DHCP servers. The router that joins the two subnets is not RFC 1542 compliant and does not support DHCP/BOOTP relay. You want to allow Sales1 and Engineering1 to support client computers on each other's subnets. 
What should you do? 

A. Set the router option in the DHCP Scopes to 192.168.2.1 for Engineering1 and 192.168.1.1 for Sales1. 
B. On Engineering2 and Sales2, install Routing and Remote Access, and configure RIP as a routing protocol. 
C. On Engineering2 and Sales2, install and configure the DHCP Relay Agent service. 
D. Configure Engineering2 and Sales2 as DHCP servers without any scopes. 

Ans:C (Verified by smartcert .net)


21. You are the administrator of your company's network. You are configuring the security policy for a group of users in the finance organizational unit (OU). You need to configure a group policy so that future changes to group policy will be applied within 15 minutes to any computers that are log on to the network. 
What should you do? 

A. Enable the background refresh settings to use the default group policy refresh date. 
B. Enable the asynchronous group policy application settings. 
C. Enable and configure the group policy refresh interval for domain controller. 
D. Enable and configure the group policy refresh interval for computers. 

Answer: D (Verified by smartcert .net)


22. Your network includes windows 98 computers and Windows 2000 Professional computers. You are adding a new computer to the network. You plan to install Windows 2000 Server computer on the new computer. The computer has one 20 GB hard disk with no partition defined. The Windows 2000 Server computer CD ROM is unavailable. You want to install windows 2000 server from the source files that are located on a server on the network. You also want the entire hard disk of the new computer to be used for the system partition. 
What should you do? 

A. On another windows 2000 computer use makebt32.exe to create installation startup disks. Start the computer by using the first disk. 
B. On another Windows 2000 computer format a floppy disk. Copy NTLDR, boot.ini, ntdetect.com, ntbottdd.sys to the disk. Start the computer by using the disk. 
C. Start the new computer by using the Windows 98 network boot disk. Connect to the server. Run dsclient.exe. Create and format 20GB FAT32 partition. 
D. Start the new computer by using the Windows 98 network boot disk. Create and format a single FAT32 partition. Connect to network server. Run winnt.exe. 
E. Start the computer by using Windows 98 network boot disk. Create and format a single Fat 32 partition. Start the new computer by using the Windows 2000 emergency repair disk. 

Answer: D (Verified by smartcert .net)


23. The company has 50 offices. The employees in these offices have limited knowledge of Windows 2000. Each employee has a network between 5-20 client computers. The office networks are not connected to any other networks. The company is buying 50 identical computers to run Windows 2000 server in these offices. These servers must be installed to company’s standard configuration. You create a setup information file (SIF) that specifies the company’s data configuration. You want to automate the installation process as much as possible in the least possible amount of time. 
What should you do? 

A. Use the makebt32.exe to create 4 installation setup disks and add the SIF to the first disk. Instruct an employee at each office to start the installation by using these. 
B. Create MS-DOS boot disk that contain CD ROM driver and the SIF and that runs WinNT /S:D:\I386 command. Instruct an employee at each office to start the installation by using this disk. 
C. Create a floppy disk that contains only SIF. Instruct an employee at each office to start the installation by using the Windows 2000 server CD-ROM with the floppy disk inserted after startup. 
D. Create a Windows 2000 folder on the hard disk, copy the Windows 2000 Server CD-ROM to the folder, add the SIF to the folder. Copy the folder to the writable CD. Instruct an employee at each office to start the installation by using this CD. 

Ans:C (Verified by smartcert .net)


24. You are the administrator of a network that includes windows nt server 4.0 computers, NT Workstation 4.0 computers and unix computers. The network consists of a single windows NT domain. You are upgrading a 
windows NT server computer named server1 to windows 2000 server. Server1 is a bdc in the domain. The existing DNS server is a unix computer that supports srv (services) records and is configured to accept dynamic updates. The existing WINS server is another windows NT server computer. You want to configure server1 as a domain controller in a new active directory forest. You want the existing windows NT domain accounts to be upgraded to active directory. You plan to upgrade the other domain controllers in the domain to windows 2000 after the upgrade of server 1 is complete. You want to perform the upgrade of server1 with the least possible impact on other computers on the network.what should you do?

A. Promote server1 to the pdc of the domain. Run windows 2000 setup on server1.
B. Run windows 2000 setup on server1. At the end of setup.configure server1 as a dns server and a wins server.
C. Add a static mapping for server1 on the WINS server. On the DNS server, create a srv record for the ldap service on server1. Run windows 2000 setup on server1.
D. Install the ms dns service on an existing windows nt server. Apply SP 4 or later to the server. Run windows 2000 setup on server1.

Answer: A (Verified by smartcert .net)


25. Your network uses TCP/IP as the only network protocol. Devices on the network are configured to use IP address from the private 10.0.0.0 range. All the client computers on the network runs Windows 2000 Professional. The network includes Windows 2000 Server computers and UNIX servers. User's print jobs are sent to shared printers on a Windows 2000 Server computer named PrintServ that directs the print jobs to print devices attached directly to the network. You have a high-capacity print device that is attached to one of the UNIX servers. The UNIX computer uses the LPR printing protocol, and it's IP address is 10.1.1.99. The name of the printer queue is GIANT. You want users to be able to connect to this printer from their computers. 

What should you do? 

A. Install Microsoft Print Services for Unix on PrintServ. Create a network printer on users' computers, and specify that the printer URL is LPR://10.1.1.99/GIANT. 
B. Install Microsoft Print Services for Unix on users' Computers. Create a network printer, and specify that the printer name is \\10.1.1.99\GIANT 
C. Create a network printer on PrintServ, and specify that the printer name is \\10.1.1.99\GIANT. Share this printer and connect to it from users' computers. 
D. Create a local printer on PrintServ. Create a new TCP/IP port for an LPR server at address 10.1.1.99 with a queue name of GIANT. Share this printer and connect to it from users' computers. 

Ans:D (Verified by smartcert .net)


26. You are the administrator of a Windows 2000 Server network that runs in mixed mode. You install a new Windows 2000 Server computer. You create and share a new HP LaserJet 4L printer. Your Windows 2000 Professional client computers can print to the new printer successfully. However, when users try to connect to the printer from Windows NT Workstation 4.0 client computers, they receive the dialog box shown in the exhibit. "The server on which the printer resides does not have a suitable HP LaserJet printer driver installed". 
You want the printer driver to be installed automatically on the Windows NT Workstation computers. 
What should you do? 

A. Copy the Windows NT 4.0 Printer Drivers to the Netlogon shared folders on all Windows NT Server 4.0 computers still configured as BDCs. 
B. Copy the Windows NT 4.0 printer drivers to the Netlogon shared folder on the PDC emulator 
C. Change the sharing options on the printer to install additional drivers for Windows NT 4.0 or Windows 2000. 
D. Copy the Windows NT 4.0 printer drivers to the Winnt\System32\printers\drivers folder on the Windows 2000 print server. 

Ans:C (Verified by smartcert .net)


27. Your company's network includes Windows 3.1 client computers, Windows 95 client computers, and Windows 2000 Professional client computers. The company's manufacturing facilities run 24 hours per day. The company has developed its own 32-bit application that collects information from the manufacturing process so that workers on one shift can find out that was manufactured during the previous shift. The company wants to make the application available on all of the client computers by using Terminal Service on a Windows 2000 Server computer. This server will not run as a domain controller. You install Terminal Services. The information technology (IT) department needs to be able to remote control users' sessions to support and troubleshoot the application. 
What should you do to enable the IP department to control users' sessions? 

A. Configure the Terminal server to run in Remote Administration mode. 
B. Grant the IT department Full Control permission to the Remote Desktop Protocol (RDP) on the Terminal server. 
C. Add the members of the IT department to the Power Users group on the Terminal server. 
D. Use third-party software to enable remote control of users' sessions. 

Answer: B (Verified by smartcert .net)


28 You install Terminal Services on a Windows 2000 domain controller. You install Terminal Services Client on users' client computers. Users report that when they try to connect to the Terminal server, they receive the following error message: "The local policy of this system does not allow you to logon interactively." When you attempt to log on to the Terminal server as an administrator from a user's computer, you log on successfully. You want users to be able to log on to the Terminal server. 
What should you do? 

A. Grant the users the right to log on as a service. 
B. Grant the users the right to log on locally. 
C. Grant the users the right to log on over the network. 
D. Copy the users' profiles to the Terminal server. 
E. Copy the users' home folders to the Terminal server. 

Answer: B (Verified by smartcert .net)


29. You are the administrator of a Windows 2000 Server computer. A folder named HR-Data on the system partition of the server is shared on the network as HR-Data. The owner of the HR-Data folder is Administrators. 
The share permissions and NTFS permissions are shown in the following table. 

HR-Data Folder Share permissions HR-Data Folder NTFS permissions 
Everyone: Full Control 
Domain Admins: Read 
Katrin: Full Control 

Katrin creates a file in the HR-Data folder. She sets the NTFS permissions for the file to list only herself on the access control list, with Full Control permission. Katrin then leaves on vacation and cannot be contacted. Later, you discover that the file contains sensitive information and must be removed from the server as soon as possible. You want to delete the file without modifying any of the permissions of other files in the HR-Data folder. You want your actions to have the least possible impact on users who may be using other files in the HR-Data folder. You want to use the minimum amount of authority necessary to delete the file. 
What should you do? 

A. Grant yourself Full Control permission for only the HR-Data folder and not its files and subobjects. Delete the file. Then remove Full Control permission for the HR-Data folder. 
B. Take ownership of the HR-Data folder. When prompted, take ownership of existing files. Grant yourself Full Control permission for the file. Delete the file. 
C. Take ownership of the file. Grant yourself Modify permission for the file. Delete the file. 
D. Grant yourself Modify permission for the HR-Data folder and its subobjects. Delete the file. Then remove Modify permission for the HR-Data folder. 

Ans:C (Verified by smartcert .net)


30. You are the administrator of a Windows 2000 Server computer named Server1. You create a Distribute file system (Dfs) root named Public. You add a shared folder named Docs as a Dfs node under the root. The share permissions and NTFS permissions for Public and Docs are shown in the following table. 



Folder Share permissions NTFS permissions
-----------------------------------------------------------------------------------

Public Everyone: Read Everyone: Read
Domain Admins: Full Control


Docs Users: Read Training: Full Control
Domain Admins: Full Control Domain Admins: Full Control





A user named Maria is a member of the Users and Training user groups. When Maria attempts to save the file \\Server1\Public\Docs\memo.doc, she receives the following error message: "Access denied." You want Maria to be able to change and delete all files in the Docs folder. You do not want her to have more access than necessary. 
What should you do? 

A. Add Maria to the Domain Admins group. 
B. Add Maria to the local Administrators group. 
C. Set the share permissions for the Public folder to grant Maria Full Control permission. 
D. Set the share permissions for the Docs folder to grant Maria Change permission. 
E. Set the NTFS permissions for the Public folder and is sub objects to grant Maria Modify permission. 
F. Set the NTFS permissions for the Docs folder and its sub objects to grant Maria Full Control permission. 

Answer: D (Verified by smartcert .net)


31. The network uses TCP/IP as the only network protocol. You configure the remote access server on the network. Some users report that when they connect to the server they receive the following message |" IPX SPX compatible computer deported error 733" The EPP control network protocol for the network is not available. If the users allow the connection to continue they are able to connect to the services that use TCP/IP. You want to prevent this message from being displayed. 
What should you do? 

A. Configure a client computer to use only TCP/IP for the connections to the remote access server. 
B. Configure the client computer to use a defined IPX network address for the connection to the remote access servers. 
C. Configure the remote access server to allow IPX based remote access demand dial connections. 
D. Configure the remote access server to disable multi-link connection. 

Answer: A 


32. You are the administrator of the Windows 2000 Server network shown in the exhibit. Users in the Research group and the Executive group have permission to access the Internet through a Windows 2000 Server computer running Microsoft Proxy Server. These users must enter their proxy server user names and passwords to connect to the proxy server, to the Internet, and to your local intranet server. The users who do not access the Internet do not have user accounts on the proxy server and, therefore, cannot connect to the intranet server. You want all users to be able to connect to the intranet server without entering a separate user name and password. What should you do? 

A. Move the intranet server to the client segment of the network. 
B. Move the proxy server to the server segment of the network. 
C. Configure each client computer to bypass the proxy server for local addresses. 
D. Configure each client computer to use port 81 for the proxy server. 

Ans:C (Verified by smartcert .net)


33. You are N/W administrator of a win2k server your n/w contain five win2k server computer and 100 win2k professional computers. You want to deploy an update for an application that is used to the win2k professional computer. You want the users to automatically install the update the driver when they logon the domain. What should u do? 
A. Create a DFS, place the application update and the root folder of the DFS 
B. Create an Ms windows installer package for the application update and configure the RIS to use the package. 
C. Create a MS windows installer package for the application update. Apply the package to the local computer policy on all the computers. 
D. Create a MS windows installer package for the package update. Apply the package to the group policy 

Answer: D 


34. You are the administrator of a Windows 2000 active directory network. The network consists of a single domain. The domain contains 20 Windows NT 4.0 client computers. All other client computers are Windows 2000 Professional client computers. You create an NT 4.0 default user policy on Windows 2000 Server computer that is configured as PDC emulator. The default policy denies access to the network neighborhood. You then install terminal services on one of the servers and terminal services client on two thousand Windows NT server client computers. You find that users of the terminal server can still browse the network when they open my network places. You want to prevent all default users from browsing the network. 
What should you do? 

A. Modify the Windows NT policy template file so that you can restrict access to both the my network places and network neighborhood. Save the policy file on the terminal server. 
B. Copy the NT file to 20 Windows NT workstation computers. 
C. Create a windows 2000 group policy that denies access to my network places. 
D. Edit the local registry on Windows NT workstation computers to deny access to entire network in the entire neighborhood. 

Ans:C (Verified by smartcert .net)


35. After you install a new video adapter, one of the users at a remote location reports that Routing and Remote Access does not accept calls. After you resolve the Routing and Remote Access problem, you need to configure the server to prevent users from installing any unsigned device drivers. 
What two actions should you take in the Driver Signing Option dialog box? (choose two) 

A. Set File Signature Verification to Ignore 
B. Set File Signature Verification to Block 
C. Set File Signature Verification to Warn 
D. Select the Apply settings as system default check box 

Answer : B, D (Verified by smartcert .net)


36. You configure your Windows 2000 Server as a print server. You install a second PnP Network adapter to improve the performance. The first adapter uses IRQ11, and the second adapter uses IRQ5. The server is now unable to print to print devices connected to a non-PnP LPT2 port adapter. You want to continue to use the print devices connected to your print server. 
What should you do? 

A. Use device manager to change the IRQ for LPT1 to IRQ10. 
B. Use device manager to change the IRQ for LPT2 to IRQ7. 
C. Edit the CMOS setting of the servers BIOS to reserve IRQ7 for non-PnP devices. 
D. Edit the CMOS setting of the servers BIOS to reserve IRQ5 for non-PnP devices. 

Answer: D (Verified by smartcert .net)


37. You install a second modem on win2000 server computer configure with routing and remote accesss.dial in user reports that they are unable to connect to the server using this modem. What should you do to help fix this problem? 

A. Using the routing and remote access (snap in) to find that the input and output modems are operational. 
B. From command prompt run the "net config" server command 
C. From command prompt run the "net statistic" command 
d. se the regedt32 to view the error control value in the HKEY LOCAL MACHINE\system\current control set\services\remote Access key 

Ans. A 


38. You install a new multiple-process database application named Application on your Windows 2000 Server computer. Two days later, users begin to report that the new application has suddenly stopped responding to queries. You verify that the server is operation and decide that you need to restart the application. 
What should you do before you restart the application? 

A. End the task named Application. 
B. End the Application.exe process. 
C. End the Application.exe process tree. 
D. End both the Explorer.exe process and the Application.exe process. 

Ans:C (Verified by smartcert .net)

39. A Windows 2000 Server computer named Server1 is a file server on your network. Server1 runs numerous 16-bit applications. One of the applications, named App1, stops responding, causing all of the other 16-bit applications to stop responding. You want to isolate App1 for monitoring and troubleshooting purpose. 
What can you do? (Choose all that apply.) 

A. Create a batch file that starts App1 by running the start command with the /separate switch. Use this batch file to start App1. 
B. Create a shortcut to App1, and select the Run in separate memory space option in the shortcut properties. Use this shortcut to start App1. 
C. In the properties for File and Printer Sharing for Microsoft Networks, select the Maximize data throughput for file sharing option button. 
D. In the properties for File and Printer Sharing for Microsoft Networks, select the Balance option button. 

Answer: A,B (Verified by smartcert .net)


40. You want to improve the TCP transmission speed of a Windows 2000 Server computer. You also want to remove an unused registry key. You use Regedit32 to edit the registry of the Windows 2000 Server. You insert a value in the registry named TCPWindowSize, and you remove the unused key. You restart the computer, but the computer stops responding before the logon screen appears. 
You want to return the computer to its previous configuration. What should you do? 

A. Restart the computer in safe mode. Then restart the computer again. 
B. Restart the computer by using the Recovery Console. Run the Fixboot c: command, and then run the Exit command. 
C. Restart the computer by using the Recovery Console. Run the enable winlogon service_auto_start command, and then run the Exit command. 
D. Restart the computer by using the last known good configuration. 

Ans:D (Verified by smartcert .net)


41. You are a network administrator for your company. The company is currently configuring its branch offices with a Windows 2000 Server computer at each office. Each branch office has a technical-support department but not a network administrator. You want to configure the remote Windows 2000 Server computers so that whenever a new Microsoft driver becomes available, the branch offices are notified automaticaly when the administrator logs onto the server. 
What should you do? 

A. Install the Windows 2000 Resource Kit. 
B. Install Windows critical update notification. 
C. Configure system file checker to notify the branch offices. 
D. Configure Windows file protection to notify the branch offices. 

Answer: B (Verified by smartcert .net)


42. You upgrade a Windows NT Server 4.0 computer to Windows 2000 Server. The computer has two hard disks. The system and boot partitions are located on two primary partitions on Disk 0. Both partitions are mirrored on Disk 1. One month later, Disk 1 fails. You replace the disk with a disk taken from another Windows 2000 computer. When you try to repair the fault-tolerant volumes by using Disk Management, you find that the Repair Volume option is unavailable. You want to repair the mirror set. 
What can you do? (Choose two.) 

A. Delete all volumes on Disk 1. Change Disk 1 back to a basic disk. Repair the fault-tolerant volumes on Disk 0. 
B. Create two new volumes on Disk 1. Copy all the data from the two disk partitions on Disk 0 to the two volumes on Disk 1. 
C. Break the mirror set. Convert Disk 0 to a dynamic disk. Create a mirror on Disk 1. 
D. Create a single volume on Disk 1. Copy all the data from Disk 0 to the single volume. Convert Disk 0 to a dynamic disk. 

Answer: A, C 


43. You want to provide complete redundancy for all data stored on your hardware RAID 5 array. You install second h/w Raid 5. You want to create a mirror set of the original array. However when you right click the free space on new array you see no option to create a new volume or mirrrored volume. What should you do? 

A. Convert both to dynamic disks. 
B. Create an empty extended partition on new disk 
C. Create a single unformatted primary partition on new array. 
D. Format new disk array as a single NTFS primary partition. 
E. Format the new disk array as a single NTFS logical drive in an extended partition. 

Answer: A 


44. You are the administrator of a Windows 2000 Server computer that has FIVE hard disks. Four 100 GB hard disks on the server are configured as a single stripe volume. You want to reconfigure the fourth disk so that the volume is fault tolerant and has as much space possible available for storing data. You want to use only existing hardware. 
What should you do? 

A. Convert the disk to dynamic disk shut down and restart the server. 
B. Backup the data on the stripe volume and delete the stripe volume. Create a raid5 volume on the four disks, restore the data to the new raid5 volume. 
C. Backup the data on the stripe volume and delete the stripe volume. Create to mirror volume, shut down and restart the server. Restore the data to new mirror volumes. 
D. Backup the data on the stripe volume and delete the stripe volume. Create a span volume for the first two disks, create a second span volume for the last two disk. Mount the root of the second span volume in the root of the first span volume. Restore the data to the first span volume. 

Answer: B 


45. You are the administrator of Windows 2000 Server computer. Your computer has a span volume that consists of areas on three physical hard disks on the server. The three disks support hot swapping. You regularly backup the span volume by using windows backup. One of the disk fail, you replace the disk with a new un-partitioned disk. You want to recover the span volume and disk data as soon as possible. 
What should you do? 

A. Extend the span volume to include the new disk, rescan the disk. 
B. Extend the span volume to include the new disk, shut down and restart the server, use windows backup to restore the data. 
C. Re scan the disk, format the span volume. Use windows back up to restore the data. 
D. Re scan the disk, extend the span volume to include the new disk. Shut down and restart the server, use windows backup to restore the new data. 
E. Re scan the disk, remove the span volume and create a new span volume that includes the new disk. Format the span volume, use Windows back up to restore the data. 

Answer: E 


46. You are the administrator of contoso.local domain. You organize the domain into organizational units as shown in the EXHIBIT. You configure the local security options and other settings for the default domain policy object. You delegate administration of Michigan and Florida OU. You want to prevent those administrators from creating any other group policy objects with settings that conflict with those you configured. 
What should you do? 

A. From the group policy options from the contoso.local domains set the option not override. 
B. From the group policy options from the Michigan and Florida OU, set the option not override. 
C. Block the group policy inheritance for the contoso.local domain. 
D. Block the group policy inheritance for Michigan and Florida OU. 

Ans:A 


47. You are the administrator of Windows 2000 domain and TWO Windows NT domains. The Windows 2000 domains trust each of the Windows NT domains. Each of Windows NT domains trust the Windows 2000 domain. A Windows 2000 domain controller named DC1 is configured to use a highly secure domain controller template. Users in the Windows NT domain report that they cannot access DC1. You need to allow the users of computers in the Windows NT domain to access resources on DC1. 
What should you do? 

A. Apply a less restrictive custom security template to DC1. 
B. Apply a less restrictive custom policy to Windows NT domain controller. 
C. Ensure the Windows 2000 domain is configured in the mixed mode 
D. Ensure the Windows 2000 domain is configured to run in the native mode. 

Answer: A 


48. You are the administrator for your company. Your Windows 2000 Server computer contains two 23GB hard disks. Each disk is configured as a basic disk and has a single 23GB NTFS partition. Both partitions are backup up to tape every night. The partition on Disk1 stores user data. Most users of your company encrypt their files. Disk1 fails. You replace it with a new disk. You need to recover the data as quick as possible while maintaining the security of the files. 
What should you do? 

A. Create a single NTFS partition. Restore the contents of Disk1 from the most recent tape backup. Run the cipher /d /i command. 
B. Create a single NTFS partition. Restore the contents of Disk1 from the most recent tape backup. Instruct the users to verify the integrity of their files. 
C. Create a single NTFS partition. Restore the contents of Disk1 to a second file server. Logon to the server console as a recovery agent. Copy the files from the second file server to the new partition. 
D. Create a single NTFS partition. Restore the contents of Disk1 to a second file server. Instruct users to copy their files from the second file server to the new partition. 

Answer: B 


49. Five Lakes Publishing has a Windows 2000 network serving 200 users. A server named User_srv is used to hold users' files. User_srv is configured with a single, large NTFS volume. Every user has a home folder on User_srv. Users can also use a shared folder named IN_PROGRESS to store files for books that are being prepared. The network administrator at Five Lakes Publishing configured disk quotas for the NTFS volume on User_srv. All users have a default limit of 100 MB, and the option to deny space to users who exceed their limit has been enabled. When a user named Amy Jones attempts to save a chapter of a new book to her home folder on the server, she receives the following error message: "The disk is full or too many files are open." 
What should Amy do to allow this document to be saved? (Choose all that apply.) 

A. Compress the files in her home folder to save disk space. 
B. Change the security setting of some of the files in her home folder to grant Full Control permission to a user who has not reached the quota level. 
C. Move some of the files from her home folder to the IN_PROGRESS shared folder. 
D. Remove files from her home folder until the total uncompressed file size is less than 100 MB. 

Ans: D 


50. Your company has a main office and 50 branch offices. The main office has a private network with 1,000 computers. Each branch office has a private network with between 10 and 20 computers and a 56-Kbps connection to the Internet. The company plans to use the Network Address Translation (NAT) feature of Routing and Remote Access to provide each office with access to the Internet. When you test this configuration, you discover that connections cannot be made to sites by using fully qualified domain names. However, connections can be made to these sites by using their IP addresses. You want to be able to make connections by using fully qualified domain names. 
What should you do? 

A. Configure the computers on each of the branch office networks with the address of a WINS server. 
B. Configure the computers on each of the branch office networks with the address of a DNS server on the Internet. 
C. Configure a filter on the NAT servers to pass DNS packets. 
D. Create a host file on each of the NAT servers. 

Ans:B 


51. You are the administrator of a routed Windows 2000 network. The network includes 25 Windows 2000 Server computers. You want to install a new Windows 2000 Server computer as the first computer on a new routed segment. You configure the existing DHCP server with a scope that is valid for the new routed segment. During the installation of the new Windows 2000 Server, you specify that the server should obtain its IP address from an existing DHCP server. After you complete the installation, you open My Network Places. You see the new server but no other computers. You run the ipconfig command and find that the new server's assigned IP address is 169.254.1.200, with a 16-bit subnet mask and no default gateway address. You want to resolve the problem so that you can see other computers on the routed network. 
What can you do? (Choose two.) 

A. Configure all of the routers to route BOOTP broadcast frames. 
B. Configure the default gateway to the TCP/IP properties of the new server. 
C. Add the IP address for the default gateway to the TCP/IP properties of the new server. 
D. Add a DHCP Relay Agent computer to the new routed segment. 
E. Add a WINS server to the new routed segment. 

Answer: A,D 

************************************************************************************

Set-2

These questions I had collected from many dumps for practice. All the ans may not be true. So check it. I don't think that you will find any other questions out of this dump.



1. You plan to install Windows 2000 Server on 10 new computers on your company's network. These servers will provide file and print services to departments within the company. The computers have identical hardware and will use the same software configuration. You plan to use a centralized copy of the Windows 2000 installation files, which are stored on an existing Windows 2000 Server computer. 
Which three actions should you take to install Windows 2000 Server on the new computer? (Choose three.) 

A. Create a set of installation boot disks by using Makeboot.exe. 
B. Create an MS-DOS network boot disk. 
C. Create an Unattend.txt file by using Setup Manager. Create a UDF file that identifies the names of the new computers. 
D. Create a UDF file by using setup manager. Create an Unattend.txt file that identifies the names of the new computers. 
E. Begin the installation process by running the Winnt command with the /S, /U, and /udf switches. 
F. Begin the installation process by running Winnt32 command with the /s, /unattend, and /udf switches. 

Answer: B,C,E 

2. You plan to install Windows 2000 Server on 10 new computers. These servers will provide file and print services in branch offices of your company. The company wants each branch office to purchase its own copy of Windows 2000 Server. The installation in each branch office should use the serial number associated with the branch office's own copy. You want to install, configure, and test Windows 2000 server on these computers at the main office before shipping the computers to the branch offices. You want users in the branch offices to enter the computer names and serial numbers when they receive the computers. 
What should you do? 

A. Install Windows 2000 server on the computers by using an unattend.txt file, and then use the Registry Edition to remove the computer name and license details. 
B. Start the installation process from an MS-DOS boot disk. Install windows 2000 server on the computers from an existing server by running the winnt command with the /PreInst switch. 
C. Install Windows 2000 server on the computers and then use setup manager to create a sysprep.inf file for sysprep.exe. Place the sysprep.inf file on the computers and run the sysprep - nosidgen command. 
D. Create an unattend.txt file by using Setup Manager. Include the following line in the Unattend.txt file: oemPreinstall=Yes. Use the file to perform the installation. 

Answer: C 

3. You are the administrator of a Windows 2000 Server network at Blue Sky Airlines. You configure a server named print10.marketing.blueskyairlines.local as a print server at the Los Angeles site. You create and share a variety of printers on the server for use by employees in the marketing.blueskyairlines.local domain. You want to review the configured properties of all of the shared printers on the print10.marketing.blueskyairlines.local server. You want to perform this review from a Windows 2000 Professional computer at the London site of Blue Sky Airlines. What should you do? 

A. Use your Web browser to connect to http://print10.marketing.blueskyairlines.local/printer. 
B. Use your Web browser to connect to http://print10.blueskyairlines.local/printer. 
C. Run the net view \\print10 command. 
D. Run the net view \\print10.blueskyairlines.com command. 

Answer: A 

4. You are a member of the Enterprise Admins group at Trey Research. You create and share a printer named HPColorL2 on a Windows 2000 Server computer named pserver.treyresearch.local. You grant Print permission only to the Domain Local group named CompanySales. Later, you add a new child domain named london.treyresearch.local. Clair Hector is a member of the global group named LondonSales in the london.treyresearch.local domain. Clair reports that she is unable to send a print job to the HPColorL2 printer. You want all members of the LondonSales group to be able to print to the HPColorL2 printer. What should you do? 

A. Add the LondonSales group to the CompanySales group. 
B. Add the CompanySales group to the LondonSales group. 
C. Change the CompanySales group to a universal group. 
D. Change the LondonSales group to a universal group. 

Answer: A 

5. You are the administrator of home.office.local.com domain. You want to create a shared printer for the company's executives so that they do not have to wait for their documents to print when default printer's queue contains a large number of documents. You configure a new high priority printer and want to set permissions on groups shown in the exhibit. 
The groups were: 

Administrator 
Creator Owner 
Everyone 
Executives 
Print Operators 
Server Operators 

You select the checkbox to allow Print permissions for Executives group. You want only Administrators, Print Operators, and Server Operators & Executives to be able to print. 
What should you do? (Select all that apply) 

A. Remove the Everyone group. 
B. Select checkbox to Deny Print permission to Everyone 
C. Select checkbox to Deny Manage Documents. 
D. Select all Deny for the Everyone group 
E. Clear all allow checkboxes for the Everyone group 

Answer: A, E 

6. You are administrator of a Windows 2000 network. The network includes a Windows 2000 Server computer that is used as a file server. More than 800 of your company client computer are connected to this server. A shared folder named DATA on server is on an NTFS partition. The data folder contains more than 200 files. The permissions for the data folder are shown in the following table. 

TYPE OF PERMISSION ACCOUNT PERMISSION 

DATA Share Permissions Users: Change 
DATA NTFS Permissions Users: Full Control 

You discover that users are connected to the DATA folder. You have an immediate need to prevent 10 of the files in the DATA folder from being modified. You want your actions to have the smallest possible effects on the users who are using other files on the server. 
What TWO actions should you take? 

A. Modify the NTFS permissions for the ten files. 
B. Modify the NTFS permissions for the DATA folder. 
C. Modify the shared permissions for the DATA folder. 
D. Log off the users from the network. 
E. Disconnect all Users from the DATA folder. 

Answer: A, E 

7. You are the network administrator for your company. Mike Nash is a member of the Administration group, and Nate Sun is a member of the Intern group. Both groups are in the same domain. On the intranet server, the Administration group is placed in the Security group, and the Intern group is placed in the Nonsecurity group. The Security group is then granted Full Control permission for the Sales virtual directory. Nate needs to update new sales information that is located on the Sales virtual directory. What should you do so that Nate can perform this task? 

A. Enable Anonymous access for the intranet server. 
B. Enable Anonymous access for the Sales virtual directory. 
C. Remove Nate from the Intern group. 
D. Make Nate a member of the Security group. 

Answer: D 

8. You are the administrator of the blue lines skys airlines. You install intranet and configure new windows 2000 computer named server1.department.blueline.com as an intranet server. The server hosts multiple departmental and???? Web to the n/w and data site. You also configure the finance virtual??? In the department web site as shown in the exhibit. During first morning that the new server is available. Users report that they can only see the information that they see in the browser is the list of HTM and ASP files. For security reasons the first action to take is to disable the users ability to view the files of all web sites in the form of list. 
What should u do? 

A. Clear the directory-browsing check box for the server properties and then apply setting to the child web sites. 
B. Clear the directory-browsing check box for the ticketing web site and then apply setting to the child virtual directory. 
C. Clear the directory browsing check box for the departments web sites and then applies the setting for the child virtual directory. 
D. Clear the directory browsing check box for the financing web site. 

Answer: A 

9. You use computers in two different offices. You have folders stored on a server named UserData01. You work with many files that are highly confidential. You keep the confidential files in a folder named Private in your home folder. You need to maximize the security of the private folder. You also want to be able to access the folder from computers in each office. What should you do? 
A. Obtain a signing and sealing certificate for a certification server, and install the certificate on the computers you use. 
B. Log on UserData01 as a domain admin, connect to your known folder and set the encryption attributes. 
C. Configure your account to use roaming user profile. Use the properties of the Private folder to set the encryption attributes. 
D. Add the cipher/e/s *.* to your computer's start up script. 

Answer: C 

10. Your company's network includes Windows 3.1 client computers, Windows 95 client computers and Windows 2000 Professional client computers. The company's manufacturing facilities run 24 hours per day. The company has developed its own 32 bit application that collects information from the manufacturing processes so that workers on one shift can find out what was manufactured during the previous shift. The company wants to make the application available to all the client computers using terminal services on a Windows 2000 Server computer. The server will not run as a domain controller. You install terminal services. Users want to collect information on manufacturing processes from other shifts. The company wants users to shut down their computers at the end of their shifts and leave the applications running on the terminal server. 
What should you do? 

A. Set the delete temporary folders on exit setting for the terminal server to NO. 
B. Set the remote desktop protocol on the server to overwrite user settings and set end disconnected setting to NEVER. 
C. At the terminal server grant the users the right to log on as a batch job. 
D. Do NOTHING, user programs are always terminated on disconnection. 

Answer: B 

11. Your Windows 2000 Server computer uses a SCSI adapter that is not included on the current Hardware Compatibility List (HCL). You install an updated driver for the SCSI adapter. When you start the computer, you receive the following STOP error: "INACCESSIBLE_BOOT_DEVICE." 
Which two procedures can you use to resolve the problem? (Choose two.) 

A. Start the computer in safe mode. Reinstall the old driver for the SCSI adapter. 
B. Start the computer by using a Windows 2000 bootable floppy disk. Reinstall the old driver for the SCSI adapter. 
C. Start the computer by using the Windows 2000 Server CD-ROM. Perform an emergency repair. Reinstall the old driver for the SCSI adapter. 
D. Start the computer by using the Recovery Console. Run System File Checker. Restart the computer. Reinstall the old driver for the SCSI adapter. 
E. Start the computer by using the Recovery Console. Copy the old driver for the SCSI adapter to the system volume as C:\NTbootdd.sys. Restart the computer. 

Answer: C,E 

12. You are a member of the Backup Operators Group in the arborshoes.com domain. You are not a member of any other group in the domain. You are logged on to a Windows 2000 Server. You try to configure the software from a tape backup device, but the configuration fails during backup. The documentation from the tape backup device indicates that the current tape driver is out of date and must be updated to support the configuration. What should you do? 

A. Run the "runas" command, supply your user name and password to start device manager. Then click the update driver command button on the Driver tab for the tape backup device. 
B. Instruct a domain administrator to run the "runas" command, supplying the domain administrator user name and password to start device manager. Then click the update driver command button on the Driver tab for the tape backup device. 
C. Open the device manager, and then click the update driver command button on the driver tab for the tape backup device. 
D. Run the Add/Remove Hardware wizard, when prompted select the Add/Troubleshoot a device option. 

Answer: B 

13. You have a Windows 2000 Server and has 2 disk drives attached to the IDE controller. You want more space so you add a new SCSI Controller with 6 disks. The SCSI controller is not in the HCL. You restart the server but it's not dectected. 
What should you do? (Choose 2) 

A. Use Device Manager to turn off IRQ steering in the Properties of the Standard PC. Restart 
B. Use Disk Management to restore the asic configuration. Restart 
C. Use Add/Remove Hardware wizard to add new SCSI and RAID controller. 
D. Use Disk Management to rescan disk 
E. Use Manufacturer's setup program to install the drivers for the SCSI disk controller. 

Answer: A, E 

14. Your Windows 2000 Server computer uses a non-Plug and Play ISA modem configured to use IRQ 5. You add a PCI modem and restart the computer. Device Manager reports an IRQ conflict between the two modems. Both modem are trying to use IRQ 5. 
You want to resolve the problem. What should you do? 
A. Use Device Manager to change the IRQ for the original modem to IRQ 9. 
B. Use Device Manager to change the IRQ for the original modem to IRQ 10. 
C. Edit the CMOS settings on the computer to reserve IRQ 5 for non-Plug and Play devices. 
D. Edit the CMOS settings on the computer to reserve IRQ 10 for non-Plug and Play devices. 

Answer: C 

15. Your Windows 2000 server computer contains data files that users of client computers access throughout the day. You install a driver for the new tape drive on the computer. After restarting the computer you log on as an administrator, shortly after you log on you receive the following stop error "irql_not_less_or_equal". You need to bring the server back on line as quickly and reliably as possible. 

What should you do? 

A. Restart the computer by using the last known good menu option. 
B. Perform an emergency repair and select fast repair, restart the computer. 
C. Restart the computer in the safe mode, remove the driver and restart the computer. 
D. Restart the computer by using the recovery console, disable the driver. Restart the computer, remove the driver. 

Ans:D 

16. You are installing Windows 2000 Server on a new computer. The manufacturer has provided a customized hardware abstraction layer (HAL) to use with the computer. The HAL is on the floppy disk. You want to install the customized HAL design for the computer. 
What should you do? 

A. During the hardware confimation portion of the Windows 2000 setup install the customized HAL. 
B. After installing Windows 2000 server,use the recovery console to copy the customized HAL to the system32 folder on the boot partition. 
C. After the installing windows 2000 setup, use the emergency repair process to install the customized HAL. 
D. After installing Windows 2000 server, use the device manager to scan for Hardware changes. When prompted, install the customized HAL. 

Ans: A 

17. A Windows 2000 Server computer named server2 runs numerous 32bit applications and two 16bit applications. Users start the 16bit applications by running APP1.EXE for one application and APP2.EXE for another application. The 16bit applications are configured to run in the separate memory space. You want to create a performance base like chart in the system monitor for all the applications on server2. You add all of 32bit applications and now you want to add two 16bit applications. 
What should you do? 

A. Add the APP1 and APP2 instances to the processor time counter for the process object. 
B. Add the NTVDM, APP1 and APP2 instances for the processor time counter for the process object. 
C. Add only the NTVDM instance for the percent processor time counter for the process object. 
D. Add the NTVDM1 and NTVDM #2 instances for processor time counter for the process object. 

Answer: D 

18. Every afternoon you run MS-EXCEL locally on Windows 2000 Server computer to update the performance spread sheet. Users report that during this time the server response to the file request appears to be slowed down. 
What should you do to resolve the problem? 

A. Run the start/normal CSRSS command, before you start the EXCEL. 
B. Run the start/normal EXCEL.EXE command to start excel. 
C. Use task manager to set the priority for CSRSS.EXE process to above normal. 
D. Use task manager to set the priority for EXCEL.EXE process to low. 

Answer: D 

19. Running system monitor locally and ensuring it has least impact on other processes, how do you measure the physical disk performance counters on your win2000 server computer? 

A. From the command prompt run the start/low perform command 
B. Use Task manager to set the priority off the MMC.EXE process to Low 

Answer: A 

20. You are the administrator of Windows 2000 Server network . On each server you format a separate system partition and a separate boot partition as NTFS. Several months later you shut down one of the computers for maintenance. When you try to restart the computer you receive the following error message "NTLDR is missing, press any key to restart". You want to install a new NTLDR file on the computer but you do not want to loose any settings you made since the installation. 
What should you do? 

A. Start the computer by using Windows 2000 Server computer CD-ROM and choose tools to repair the installation. Select recovery console and copy the NTLDR file on the CD-ROM to the root of the system volume. 
B. Start the computer by using the Windows 2000 server CD- ROM, choose to reinstall. When the installation is complete copy the NTLDR to the root of the boot volume. 
C. Start the computer by using the Windows 2000 bootable floppy disk. From a command prompt run the sfc/scanboot command. 
D. Start the computer by using Windows 2000 bootable floppy disk. Run the file signature verification utility. 

Answer: A 

21. Your Windows 2000 server computer contains data files that users of client computers access throughout the day. You install a driver for the new tape drive on the computer. After restarting the computer you log on as an administrator, shortly after you log on you receive the following stop error "irql_not_less_or_equal". You need to bring the server back on line as quickly and reliably as possible. 
What should you do? 

A. Restart the computer by using the last known good menu option. 
B. Perform an emergency repair and select fast repair, restart the computer. 
C. Restart the computer in the safe mode, remove the driver and restart the computer. 
D. Restart the computer by using the recovery console, disable the driver. Restart the computer, remove the driver. 

Answer: D 

22. You are the administrator of a Windows 2000 domain that has three domain controllers. Each day, you use Windows Backup to perform full backups of each domain controller. You run a script to make changes to account information in Active Directory. As a result of errors in the script, the incorrect user accounts are modified. Active Directory replication then replicates the changes to the other two domain controllers. You want to revert Active Directory to the version that was backed up the previous day. What should you do? 

A. On a single domain controller, use Windows Backup to restore the System State data. Shut down and restart the computer. 
B. Shut down and restart a single domain controller in directory services restore mode. Use Windows Backup to restore the System State data. Run the Ntdsutil utility. Restart the computer. 
C. Shut down and restart a single domain controller by using the Recovery Console. Use Windows Backup to restore the System State data. Exit the Recovery Console. Restart the computer. 
D. Shut down and restart each domain controller by using the Recovery Console. Use Windows Backup to restore the Sysvol folder. Exit the Recovery Console. Restart the computer. 

Answer: B 

23. You back up all of the system state date for each domain controller and place the date on a single tape.That tape is currently attached to the srv1.west.litware.com computer.To which server or servers can you restore the system state from srv1.west.litware.com(choose all apply) 
A.srv1 
B.srv2 
C.srv3 
D.srv4 
E.srv5 
F.srv6 

Answer: A 

24. Your Windows 2000 Server computer contains a stripe set with parity on a four-disk array. You convert the stripe set with parity to a dynamic RAID-5 volume. Six months later, users report that disk access on the server is slower than it had been on the previous day. You use Disk Management and discover that the status of the third disk in the array is missing. You want to recover the failed RAID-5 volume. What should you do first? 

A. Replace the third disk and restart the server. Use Disk Management to repair the volume. 
B. Ensure that the third disk is attached to the server and has power. Use Disk Management to reactivate the disk. 
C. Ensure that the third disk is attached to the server and has power. Use Disk Management to repair the volume. 
D. Install a new disk and create a single extended partition on the new disk. Restart the computer and allow Windows 2000 to automatically repair the volume on the extended partition. 

Answer: B 

25. You install your boot volume on volume C on your Windows 2000 Server computer. You mirror volume C on dynamic Disk 1. Two years later, during routine server maintenance, you open Disk Management and find that the status of volume C is Failed Redundancy. The status of Disk 1 is Missing. You attempt to reactivate Disk 1, but the status of volume C does not return to Healthy. 
What should you do next? 

A. Replace Disk 1 and restart the computer. The mirror will automatically regenerate. 
B. Remove the mirror on Disk 1, replace the disk, and then add back the mirror to the new Disk 1. 
C. Replace Disk 1 and copy all data from volume C to a new NTFS primary partition on the new Disk 1. Restart the computer. 
D. Rescan the disks, remove the mirror, and delete the data on Disk 1. Then re-create the mirror. 

Answer: B 

26. You are the administrator of Windows 2000 Server computer. Your computer has a span volume that consists of areas on three physical hard disks on the server. The three disks support hot swapping. You regularly backup the span volume by using windows backup. One of the disk fail, you replace the disk with a new un-partitioned disk. You want to recover the span volume and disk data as soon as possible. 
What should you do? 

A. Extend the span volume to include the new disk, rescan the disk. 
B. Extend the span volume to include the new disk, shut down and restart the server, use windows backup to restore the data. 
C. Re scan the disk, format the span volume. Use windows back up to restore the data. 
D. Re scan the disk, extend the span volume to include the new disk. Shut down and restart the server, use windows backup to restore the new data. 
E. Re scan the disk, remove the span volume and create a new span volume that includes the new disk. Format the span volume, use Windows back up to restore the data. 

Answer: E 

27. You install a Windows 2000 Server computer on your network. You place several shared folders on a 12-GB primary partition formatted by FAT32. During nine months of continuous operation, the number of users who access the server and their access frequency remains constant. The average size of the files on the server remains approximately constant. After the server runs continuous for nine months, users report that the server does not retrieve files from the shared folders as fast as when you first installed the server. What should you do to resolve the problem? 

A. Convert the disk that contains the shared folders to a dynamic disk. 
B. Convert the partition that contains the shared folders to NTFS. 
C. Defragmenter the disk that contains the shared folders. 
D. Move the paging file to the partition that contains the shared folders. 

Answer: C 

28. Your Windows 2000 Server contains two hard disks. Each disk is partitioned as a single primary partition. The first disk is formatted as FAT32, the second as NTFS. You compress shard folders on second disk. When users move compressed files from a Shared folder on the second disk to a shared folder on the first disk, the files lose their compression. 
What two actions should you take to ensure that all files moved from folders on the second disk to shared folders on the first disk remain compressed? 

A. Convert the first disk to NTFS. 
B. Compress the shared folders on the first disk 

Answer: A, B 

29. You have two Windows 2000 servers, SRV1 and SRV2. SRV1 has a spanned volume over three physical disks. These disks support hot swapping. The drive letter that the spanned volume uses on SRV1 is not currently in use on SRV2. You want to move the three disks to SRV2, using the same drive letter as SRV1. You back up the spanned volume. 
What should you do next?? 

A. Move the disk from SRV1 to SRV2. 
B. on SRV1 rescans the disks. On SRV2, rescan the disks 

Answer: A, B 

30. You install the boot volume D on your Windows 2000 Server computer on dynamic Disk 0. You mirror volume D on dynamic Disk 1. One year later, during routine server maintenance, you open Disk Management and find that the status of volume D is Failed Redundancy. The status of Disk 1 is Online (Errors). A symbol with an exclamation point appears in the graphical view of the disk. You want to return the status of the boot volume to Healthy. 
What can you do? (Choose two.) 

A. Break the mirror, delete the volume on Disk 1, and re-create the mirror. 
B. Replace Disk 1, copy the data from the boot volume to the new disk, and then use Disk Management to rescan the disks. 
C. Replace Disk 1, Ensure that the new disk is a basic disk, and repair the volume. 
D. Reactivate the mirror on Disk 1. 
E. Convert Disk 1 to a basic disk, and reconvert it to a dynamic disk. 

Answer: A,D 

31. Your hard-drive configuration is as follows and one of your drives fails. 

Controller label 1 Disk label 
EIDE Controller 0 EIDE Disk 0 and Disk 1 

Controller label 2 Disk label 
SCSI Controller 1 SCSI Disk 0, 1, 2, 3, 4, 5, 6 

The disk that fails is multi(1)disk(0)rdisk(1)partition(1). Place an "X" on the drive that has failed in the configuration below: ID Disk 

A. EIDE 0 (disk 1) 
B. EIDE 1 (disk 2) 
C. SCSI 0 (disk 1) 
D. SCSI 1 (disk 2) 
E. SCSI 2 (disk 3) 
F. SCSI 3 (disk 4) 
G. SCSI 4 (disk 5) 
H. SCSI 5 (disk 6) 

Answer: D 

32. You share a folder on a Windows 2000 Server computer for users in your company's London office. You place several subfolders in the London folder as shown in the exhibit. The Marketing-2 folder is compressed. You want to move some files from the Research folder into Marketing-2, and you want to make sure that the files are compressed when you move them. However, you do not want to compress the remaining files in Research. 
What should you do? 

A. Move each of the files from Research to Marketing-2. 
B. Copy the files from Research to Marketing-2, and then delete the original files. 
C. Compress Research, apply changes to the folder only, and then move the files from Research to Marketing-2. 
D. Encrypt Marketing-2, move the files from Research to Marketing-2, and then decrypt Marketing-2. 

Ans:B 

33. Trey Research has a Windows 2000 Server computer named User_srv. This computer has a RAID-5 controller. The RAID array is configured as two partitions. Drive C is a 2-GB partition that holds the operating system and paging file. Drive D is a 30-GB partition that will hold the home folders for 200 users. Trey Research employs 10 scientists. The user accounts for scientists are members of a group named Scientists. The scientists use a data capture application that generates files that can be lager than 100 MB. Trey Research wants to use disk quotas. Ordinary users should be allowed to store a maximum of 75 MB of data is their home folder. The storage for users in the Scientists group should not be limited by quotas. 
What should you do to configure this disk quota scheme? (Choose two.) 

A. Enable quota management on drive D. Select the Deny disk space to users exceeding quota limit Check box. Set the default quota limit to 75 MB. 
B. Create a Scientist template account. Create a new quota entry for this account. Select the Do not limit disk usage for this entry option button. 
C. Create new quota entries for the 10 scientists' user accounts. Select the Do not limit disk usage for this entry option button. 
D. Enable quota management on drive D. Select the Deny disk space to users exceeding quota limit check box. Select the Do not limit disk usage option button for the default quota limit. 
E. Create a Scientist template account. Create a quota entry for this account. Set the quota limit to 30 GB. 

Answer: A, C 

34. Your network contains 10 domain controllers, 10 member servers, and approximately 1,000 client computers. All the servers run Windows 2000 Server, and all the client computers run Windows 2000 Professional. Two of the domain controllers act as DNS servers. Users of client computers use file sharing to grant access to files stored locally. The network has 10 subnets and uses TCP/IP as the only network protocol. You want to configure the network so that all computers can resolve the addresses of all other computers by using DNS. Client computers must be able to register and resolve addresses if a server fails. 
How should you configure the DNS servers? 

A. Configure one server with a standard primary zone for the domain, and configure at least one server with standard secondary zone. 
B. Configure one server with a standard primary zone for the domain, and configure at least one server with an Active Directory integrated primary zone. 
C. Configure one server with an Active directory integrated primary zone for the domain, and configure at least one server with a standard secondary zone. 
D. Configure at least two servers with Active Directory integrated primary zones for the domain. 
E. Configure at least two servers with standard primary zones for the domain. 

Answer: D 

35. Your network is configured as shown in the exhibit. "Engineering1 and Sales1 have DHCP installed up them." 
All the servers are Windows 2000 Server computers that use TCP/IP as the only network protocol. The sales department uses one subnet and has servers named Sales1 and Sales2. The engineering department uses another subnet and has servers named Engineering1 and Engineering2. Sales1 and Engineering1 are configured to act as DHCP servers. The router that joins the two subnets is not RFC 1542 compliant and does not support DHCP/BOOTP relay. You want to allow Sales1 and Engineering1 to support client computers on each other's subnets. 
What should you do? 

A. Set the router option in the DHCP Scopes to 192.168.2.1 for Engineering1 and 192.168.1.1 for Sales1. 
B. On Engineering2 and Sales2, install Routing and Remote Access, and configure RIP as a routing protocol. 
C. On Engineering2 and Sales2, install and configure the DHCP Relay Agent service. 
D. Configure Engineering2 and Sales2 as DHCP servers without any scopes. 

Ans:C 

36. Your network contains NetWare 4.0 Servers. You have successfully installed Client Service for NetWare on Windows 2000 Professional computers, and Gateway Service for NetWare on Windows 2000 Server Computers. You recently added a new Windows 2000 Server computer to the network and installed Gateway Service for NetWare on it. However, the server is unable to connect to any NetWare servers. 
What should you do on the new Windows 2000 Server computer to resolve this problem? 

A. Enable NWLink NetBIOS. 
B. Configure the NWLink IPX/SPX/NetBIOS Compatible Transport Protocol to use the correct Ethernet frame type. 
C. Install RIP routing for IPX. 
D. Install the SAP Agent. 

Answer: B 

37. Your network uses the TCP/IP protocol for its Windows 2000 prof and win2000 NT computers. You have ooneserver that acts as both a Wins server, and a DNS server. All the client computers are configured to use this server for DNS and WINS. Users of Windows NT Workstation cannot connect to file server, but Windows 2000 professional users can. This server has a static address off 192.168.1.11. What should you do to allow the Windows NT Workstation computer to connect to the file server?? 

A. Select the Enable NetBIOS over TCP/IP. 
B. Add the WINS address used by the Windows NT Workstation computers. 

Answer: A, B 

38. You are the administrator of your company's network. You are configuring the security policy for a group of users in the finance organizational unit (OU). You need to configure a group policy so that future changes to group policy will be applied within 15 minutes to any computers that are log on to the network. 
What should you do? 

A. Enable the background refresh settings to use the default group policy refresh date. 
B. Enable the asynchronous group policy application settings. 
C. Enable and configure the group policy refresh interval for domain controller. 
D. Enable and configure the group policy refresh interval for computers. 

Answer: D 

39. You have configured a Group Policy Object (GPO) for the marketing organization unit (OU) to prevent users from accessing My Network Places and from running System in Control Panel. You want the Managers Domain Local Group to be able to access My Network Places, but you still want to prevent them from running System in Control Panel. What should you do? 

A. Add the Managers group to the access control list of the GPO. Disable the permission of the managers group to read and apply the Group Policy. 
B. Add the Managers group to the access control list of the GPO. Deny the permission of the managers group to read and apply the Group Policy. 
C. Create a second GPO in the OU. Add the Managers group to the access control list. Allow the managers group to apply the Group Policy. Deny the Authenticated Users group permission to read and apply the Group Policy. Configure the new GPO to deny the ability to run system Control Policy Panel. Give the original GPO a higher priority than the new GPO. 
D. Create a second GPO in the OU. Add the Managers group to the access control list. Allow the managers group to apply the Group Policy. Disable the Authenticated Users group permission to read and apply the Group Policy. Configure the new GPO to allow access to My Network Places. Give the original GPO a higher priority than the new GPO. 

Answer: D 


40. You are the administrator of a Windows 2000 Active Directory Network. The network consists of a single domain named adatum.local that runs in native mode. The domain includes 500 member client computers, consisting of 200 Windows 2000 Professional computers and 300 Windows NT Workstation 4.0 computers. You create a Group Policy for the Research organizational unit (OU) and configure the Policy as shown in the exhibit. 
None of the users in the Research OU working at Windows 2000 Professional computers can change the wallpaper on their desktops or the resolution and colour depth of their displays. However, when users log on from any of the Windows NT Workstation computers in the OU, they can change all display settings. You want to restrict all users of Windows NT Workstation computers in the OU from changing their desktop wallpaper and from accessing the settings tab in Display in Control Panel.What should you do? 

A. Add a new computer to the OU and select the "Allow Pre-Windows 2000 computers to use this account" check box. 
B. Change the Group Policy so that it also hides the Background tab. 
C. Create a seperate Group Policy for a nested OU that contains all Windows NT computers. 
D. Configure a Windows NT Policy file and place it in the winnt\sysvol\Adatum.local\scripts folder on the PDC emulator. 

Answer: B 

41. Your company has a Routing and Remote Access server at its main office. One of the company?¦s branch offices also runs Routing and Remote Access on a server that has one modem. This server is configured to use demand-dial routing to connect to the main office. This server is part of the company?¦s Active Directory domains. The domain runs in native mode. 
Some employees at this branch office use the branch office same to access their files from here. The manager of the branch office reports that sometimes none of the user in the office can connect to the main office. When you examine the event log on the branch office server to find that users have been connecting to the server during working hours. 
The manager wants users to be able to dail in to the server between 6:00p.m. and 8:00a.m. However, the manager still wants users to be able to log on at any time when connected directly to the LAN. 

A. Change the logon hours for user’s accounts to deny between 8:00a.m. and 6:00p.m. 
B. Set the remote access policy to deny connection between 8:00a.m. and 6:00p.m. 
C. Create one batch file to start Remote Access Connections Manager server, and create another batch file to stop it. Schedule the stop batch file to run at 8:00a.m. every day and the start batch file to run at 6:00 p.m. every day. 
D. Create two user accounts for each user. Grant dail-in permission for an account and deny dail-in permission to second account. Change the login hour for the dail-in accounts to de logon between 8:00 a.m. and 6:00p.m. 

Answer: B
